
  

FOOD PROCESSING 

 
AMBERLITE FPA42 Cl is intended for those 
applications where a high volume capacity strong 
base resin can be used for general demineralisation 
and deashing where the risk of fouling from 
coloured bodies and organics is relatively low.  
AMBERLITE FPA42 Cl is a uniform particle size, 
high quality, strong base type 1 anion exchanger. 

The uniformity and mean particle size of 
AMBERLITE FPA42 Cl have been optimised for use 
in equipment including mixed beds. 
 
AMBERLITE FPA42 Cl can be directly substituted 
for conventional gel anion exchange resin in new 
equipment and in rebeds of existing demineralisers.

 

PROPERTIES  

Matrix_____________________________________  Styrene divinylbenzene copolymer 
Functional groups __________________________  -N+(CH3)3 

Ionic form as shipped _______________________  Cl- 

Total exchange capacity >1@____________________  t 1.30 eq/L (Cl- form) 

Moisture holding capacity >1@ __________________  49 to 55 % (Cl- form) 

Specific gravity _____________________________  1.06 to 1.08 (Cl- form) 
Shipping weight ____________________________  670 g/L 
Particle size �>

1@ SUGGESTED OPERATING CONDITIONS  

Minimum bed depth ________________________  800 mm 
Service flow rate ____________________________  5 to 50 BV/h 
Maximum linear velocity _____________________  60 m/h 
Regenerant ________________________________  NaOH 
Level______________________________________  40 to 100 g/L 
Concentration _____________________________  2 to 5 % 



 
 
 


