

















2) Guard column

4. Column Installation
(1) Confirm the correct product name is listed on the column label.
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N=5.54(Ve/W1/2)?



11-1 Effect of Guard Column Installation
(1) Contamination of the analytical column can be prevented by the removal of






performance according to Section 10. If the guaranteed specifications in Table 4
can not be obtained, contact a local TOSOH representative within 30 days. Note



HLC, TSK-GEL, TSKgel, TSKgel SuperMultipore, BioAssist, Enantio, PStQuick, Enviropak,
TOYOPEARL, ToyoScreen, TOYOPEARL GigaCap, TOYOPEARL MegaCap, TOYOPEARLPAK
and TOYOPAK are registered trademarks of TOSOH CORPORATION in Japan and other countries.

This manual may not be reprinted or copied in whole or in part without written consent of TOSOH
CORPORATION. The contents of the manual are subject to change without notice.
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Supplemental Information related to TSKgel NH2-100 3um columns

INSTRUCTION MANUAL for TSKgel NH2-100 DC 3um (4.6 mm(1.D.), 5 cm(L))

To help protect you and/or your property from potential damage and ensure personal safety,

please read the “Precautions” which are printed in the beginning of the “TSKgel NH2-100
3



4. Column Installation
(13) To directly connect the TSKgel NH





